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IN THE CLAIMS 

1. (currently amended) An apparatus authentication 

information inclusion system-; which comprises having a 

providing — management server and a terminal and irs — used for 
including apparatus authentication information in said 
terminal as information used by an apparatus authentication 
server to authenticate said terminal^ wherein said system 
further comprises : 

said management providing server provides 

source information used as a source for generating apparatus 
authentication information to said terminal and provides said 
apparatus authentication information or said source 
information to said apparatus authentication server for 
authenticating said terminal; and 

said terminal stores source information et& 

information ncccooary transmitting and generates said 

apparatus authentication information by- — using said received 
source information and, at a terminal authentication time, 
transmits said apparatus authentication information generated 
from said source i nf or ma t i on by u s i ng — said — stored — information 
to said apparatus — authentication server . 

2. (currently amended) The apparatus 
authentication information inclusion system according to claim 
1 wherein: 

said providing — management server provides said 
terminal with a conversion value obtained as a result of a 
conversion process carried out by using a predetermined 
direct ional- function on said apparatus authentication 
information generated from said source information; 

said terminal generates a conversion value by 
execution of a conversion process using said predetermined 
directional- function on said apparatus authentication 
information generated from said received — source information; 
and 
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said terminal compares said generated 
conversion value with said conversion value received from said 
providing — management server to determine produce — a — result — e# 
determination as — to whether said generated conversion value is 
equal to said received conversion value. 

3. (currently amended) The apparatus 
authentication information inclusion system according to claim 
1 wherein: 

said terminal provides said providing 
management server with a conversion value obtained as a result 
of a conversion process carried out by using a predetermined 
directional- function on said apparatus authentication 
information generated from said source information; 

said providing — management server generates a 
conversion value by execution of a conversion process using 
said predetermined directional - function on said apparatus 
authentication information generated from said received source 
information; and 

said providing — management server compares said 
generated conversion value with said conversion value received 

from said terminal to determine p roduce a result e# 

determination — as — fee — whether e^? — not — said generated conversion 
value is equal to said received conversion value . 

4. (currently amended) A terminal comprising: 
source- information acquisition means for 

acquiring source information including a terminal identifier 
provided by a providing management server ao a source and used 
for generating apparatus authentication information; 

generation means for generating apparatus 
authentication information from said acquired source 
information; and 

apparatus authent i cat i on inf ormat ion 

transmission means for transmitting said generated apparatus 
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authentication information to an apparatus authentication 
server at an apparatus authentication time . 

5. (original) The terminal according to claim 4 

wherein: 

said source information is encrypted apparatus 
authentication information obtained as a result of a process 
to encrypt said apparatus authentication information; and 

said generation means generates said apparatus 
authentication information by decrypting said encrypted 
apparatus authentication information . 

6. (original) The terminal according to claim 4, 
further comprising storage means for encrypting apparatus 
authentication information generated by said generation means 
and storing a result of encrypting said apparatus 
authentication information, wherein said apparatus 
authentication information transmission means decrypts 
apparatus authentication information stored in said storage 
means and transmits a result of decrypting said apparatus 
authentication information . 

7. (currently amended) The terminal according to 
claim 6, further comprising key generation means which is used 
for generating an encryption key for proccooco to encrypt said 
apparatus authentication information to be stored into said 
storage means and decrypt apparatus authentication information 
stored in said storage means by using information peculiar to 
said terminal when it is desired to utilize said encryption 
key. 

8. (currently amended) The terminal according to 
claim 7, further comprising key deletion means for deleting 
said generated encryption key within a predetermined period 
right after use of said encryption key. 

9. (currently amended) The terminal according to 
claim 4, further comprising: 
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conversion- value acquisition means for 
acquiring a conversion value obtained as a result of a 
conversion process carried out by using a predetermined one- 
directional function on said apparatus authentication 
information from said providing server; 

conversion-value computation means for 
computing a conversion value by execution of a conversion 
process using said predetermined one-directional function on 
said generated apparatus authentication information; and 

determination means for determining producing a 
rcoult — — determination — a-s — fee — whether oaf — not — said acquired 
conversion value is equal to said computed conversion value. 

10. (currently amended) The terminal according to 
claim 9, further comprising: 

conversion-value computation means for 
computing a conversion value by execution of a conversion 
process using another one-directional function on said 
generated apparatus authentication information; and 

conversion-value-providing means for providing 
said computed conversion value to said providing — management 
server . 

11. (currently amended) The terminal according to 
claim 4, further comprising: 

conversion- value computation means for 

computing a conversion value by execution of a conversion 
process using a predetermined one -directional function on said 
generated apparatus authentication information; and 

conversion-value-providing means for providing 
said computed conversion value to said providing — management 
server . 

12. (original) The terminal according to claim 4, 
further comprising storage means for storing said acquired 
source information, wherein said apparatus authentication 
information transmission means generates apparatus 
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authentication information from said stored source information 
and transmits said apparatus authentication information to 
said apparatus authentication server. 

13. (currently amended) An apparatus authentication 
information processing method adopted in a terminal 
implemented as a computer comprising source- information 
acquisition means, generation means and apparatus 
authentication information transmission means, said apparatus 
authentication information processing method 
including comprising : 

a oouroc — information acqui oi tion otcp ef- 

driving — oaid — oouroc — informat ion — acquisition — mean a — fee — acquire 
acquiring source information from provided — by — a providing 
server as a source used for generating apparatus 
authentication information ; 

afi — generation — otcp — e£ — driving — oaid — generation 

me an a fee generate gener at ing apparatus authentication 

information from said acquired source information; and 

aft apparatus authent icat ion information 

tranomiooion — otcp — e-f driving — oaid — apparatus aut he nt i c a t i on 

information — tranomiooion — mo ana — fee — transmit — transmitting, by 
the proving server, said generated apparatus authentication 
information to an apparatus authentication server at an 
apparatus authentication time. 

14. (currently amended) The apparatus 
authentication information processing method according to 
claim 13 whereby: 

said source information is encrypted apparatus 
authentication information obtained as a result of a process 
to encrypt said apparatus authentication information; and 

afe oaid generation otcp , oaid apparatus 

authentication — information — m — generated by generating further 
comprises decrypting said encrypted apparatus authentication 
information. 
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15. (currently amended) The apparatus 
authentication information processing method according to 

claim 13 , further including — a — storage atop — ef — comprising 

encrypting apparatus authentication information generated by 
said generation means and storing a — rcoult — ef — encrypting said 
encrypted apparatus authentication information into a memory 

otoragc means also employed in said computer whereby 

transmitting further comprises decrypting and transmitting 
said encrypted - — afe — oaid — apparatu s — authentication — information 
tranomiooion — otcp , apparatus authentication information stored 
in said memory atoragc mcano is decrypted and transmitted . 

16. (currently amended) The apparatus 
authentication information processing method according to 
claim 15 wherein said computer further comprises key 
generation means, said apparatus authentication information 
processing method further including — a — key — generation — step — e# 
driving — oaid — key — generation — mcano — fee — generate — generating an 

encryption key prior fee use ef oaid encryption key i*i 

proccooGo — fee — encrypt — apparatus — authentication — information — fee 

fee stored into said atoragc means a nd — decrypt apparatus 

authentication — information — stored — — oaid — otoragc — mcano — by 
using information peculiar to said terminal. 

17. (currently amended) The apparatus 
authentication information processing method according to 
claim 16 wherein oaid computer further hao key deletion mcano, 
said — apparatus — authentication — information — processing — method 
further comprising including — a — key — deletion — otcp — e£ — driving 
oaid — key — deletion — mcano — fee — delete — deleting said generated 
encryption key within a predetermined period right after use 
of said encryption key. 

18. (currently amended) The apparatus 
authentication information processing method according to 
claim 13 wherein said computer further comprises conversion- 
value acquisition means, conversion- value computation means 
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and determination means, said apparatus authentication 
information processing method further including comprising : 

a — convcraion value — acquioition — otcp — e£ — driving 
oaid — convcroion value — acquioition means — fc-e — acquire — acquiring a 
conversion value obtained — as — a — result — ef — a — convcroion process 
carried out — by using a predetermined one -directional function 
on said apparatus authentication information from said 
providing server; 

a — convcroion value — computation — otcp — e£ — driving 
oaid — convcroion value — computation — mcano — fee — compute — computing, 
using said conversion value computation means, a convcroion 

value hy execution e-f a convcroion process using said 

predetermined one-directional function to or — said generated 
apparatus authentication information; and 

a determination otcp e£ driving oaid 

determination mcano — to produce — a result — &€ — determination ao to 
determining, using said determination means whether or not 
said acquired conversion value is equal to said computed 
conversion value. 

19. (currently amended) The apparatus 
authentication information processing method according to 
claim 18 wherein said computer further comprises conversion- 
value computation means and conversion- value -providing means, 
said apparatus authentication information processing method 
further including: 

a — convcroion value — computation — step — e*§ — driving 
computing, using said conversion- value computation means^ to 

compute a conversion value by execution of a conversion 

process using another one-directional function on said 
generated apparatus authentication information; and 

a: convcroion value providing otcp e€ driving 

providing, using said conversion- value -providing means^ 

provide said computed conversion value to said providing 

management server . 
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20. (currently amended) The apparatus 
authentication information processing method according to 
claim 13 wherein said computer further comprises conversion- 
value computation means and conversion- value -providing means, 
said apparatus authentication information processing method 
further including : 

a — convoroion value — computation — step — — driving 
computing, using said conversion- value computation means^ te 
compute — a conversion value by execution of a conversion 
process using a predetermined one -directional function on said 
generated apparatus authentication information; and 

a conversion value providing step of driving 

providing, using said conversion-value -providing means_^ to 
provide — said computed conversion value to said providing 
management server . 

21. (currently amended) The apparatus 
authentication information processing method according to 
claim 13 wherein said computer further comprises a memory 
otoragc — means — for storing said acquired source information 
and, at — said — apparatus — wherein transmitting further comprises 

ge ne r a t i ng au t he n t i c a t i on information transmission otcp, 

apparatus authentication information 4r& — generated — from — using 
said stored source information and transmit t ing ed said 
generated apparatus authentication information to said 
apparatus authentication server. 

22 . -30 . (cancelled) 

31. (currently amended) A storage medium, which can 
be read by a computer and is used for storing an apparatus 
authentication information processing program to be executed 
by said computer to perform a method comprising implcmcnt : 

a source information — acquisition function — e£ 

acquiring source information provided by a providing server ar& 
a — source — and used for generating apparatus authentication 
information; 
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a — generation — function — &€ — generating apparatus 
authentication information from — using said acquired source 
information; and 

as apparatuo authent i cat ion information 

tranomiooion — function — e-f — transmitting by said providing server 
said generated apparatus authentication information to an 
apparatus authentication server at an apparatus authentication 
time . 

32. (currently amended) A providing server 
comprising : 

source- information- providing means for 

providing a terminal with source information including unique 
terminal identifier used as a source for generating apparatus 
authentication information ; 

apparatus authentication information providing 
means for providing said apparatus authentication information 
or said source information to an apparatus authentication 
server for authenticating said terminal; 

conversion- value acquisition means for 

acquiring a conversion value obtained as a result e£ a 

convcroion — proccoo — carried — e**fe — by — by using a predetermined 
one-directional function on apparatus authentication 
information generated — fefee — basis — €►£ — based on said source 
information from said terminal; 

conversion- value computation means for 
computing a conversion value by — execution — e£ — a — convcroion 
proccoo — using said one-directional function based on said 
apparatus authentication information; and 

determination means for producing — a — rcoult — e# 
dc termination — as — fee — determining whether oae — f*et — said acquired 
conversion value is equal to said computed conversion value. 

33. (currently amended) The providing server 
according to claim 32, further comprising determination-result 
transmission means for transmitting a determination — result 
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produced by said determination means to a main organization 
for including said oourcc — information . 
34.-37. (cancelled) 

38. (currently amended) A storage medium, which can 
be read by a computer and is used for storing an apparatus 
authentication information processing program to be executed 
by said computer to perform a method comprising implcmcnt : 

a oourcc — i nf orma t i on pr o vi di ng function e# 

providing a terminal with source information including 
identification information peculiar to the terminal used as a 
source for generating apparatus authentication information; 

an apparatus authonticat ion information 

providing — function of providing said apparatus authentication 
information or said source information to an apparatus 
authentication server for authenticating said terminal; 

a conversion value acquiait ion function 

acquiring a conversion value obtained as a result of a 
conversion process carried out by using a predetermined one- 
directional function on apparatus authentication information 
generated on the basis of said source information from said 
terminal ; 

a conversion value computation function e# 

computing a conversion value by execution of a conversion 
process using said one-directional function on said apparatus 
authentication information; and 

a — determination — function — e# — producing a result 
of determination as to whether or not said acquired conversion 
value is equal to said computed conversion value. 
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